MAX VOLTAGE - 600VAC 3Ø
RATED CURRENT - 600 A
STANDARDS - UL508A
ENCLOSURE RATING - NEMA 3R
REF. ES100145NF
DURABILITY - 6050 CYCLES
EST SHIPPING WEIGHT - 425LBS
COLOR - RAL7035 LIGHT GREY

9900 TWIN LAKES PARKWAY
CHARLOTTE, NC 28269
704-596-5617
PSICONTROLSOLUTIONS.COM

RECEPTACLE/COVER COLOR SCHEME

<table>
<thead>
<tr>
<th></th>
<th>L1</th>
<th>L2</th>
<th>L3</th>
<th>N</th>
<th>GND</th>
</tr>
</thead>
<tbody>
<tr>
<td>240VAC</td>
<td>BLK</td>
<td>RED</td>
<td>BLU</td>
<td>WHT</td>
<td>GRN</td>
</tr>
<tr>
<td>480VAC</td>
<td>BRN</td>
<td>ORG</td>
<td>YEL</td>
<td>WHT</td>
<td>GRN</td>
</tr>
<tr>
<td>600VAC</td>
<td>BLK</td>
<td>BLK</td>
<td>BLK</td>
<td>WHT</td>
<td>GRN</td>
</tr>
</tbody>
</table>
600A NON-FUSED 3-POLE NEMA 3R MANUAL TRANSFER SWITCH WITH CAM-LOKS (LEFT)

- Pilot Light Fuseholders (4x)
- Neutral Lugs (2) #2-750 MCM per source
- Neutral Disconnecting Means
- Ground Lug (1) #6-350 MCM per source
- Line Lugs (2) #2-600 MCM per phase
- Load Lugs (2) #2-600 MCM per phase

"Normal Connection" (Front)

"Emergency Connection" (Cam-LoKs)

Front View
Door Removed
Enclosure Removed

Front View
Door Removed

PSI CONTROL SOLUTIONS
9900 Twin Lakes Parkway
Charlotte, NC 28269
704-596-5617
psicontrolsolutions.com